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LVO100 

• Ideal for marking your « plastic » or polycarbonat lenses  

• Virtually no consumables 

• Automatic height ajustement and centring 

• Single phase power 

• User friendly WindowsTM software for optimum 
marking performance 

• Exceptional reliability (life of laser source typically 20,000 hours) 

• Lense loading with a silding plate  
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CO2 laser marking systems 

software 
 
Marking software ensure optimum marking performance 
 

Fast file transfer to the laser 

File import formats: PLT (HPGL), AI, DXF, PNL, BMP, TIFF 

Bar Codes 

Two Dimensional Codes including Data Matrix 

Automatic Serialisation 

File Input Programming (Mail Merge) 

Date Coding 

Fill Editor 

Motion Control (4 Axis) 

Multiple I/O Interface 

Interface multiple E/S 

laser specification 
 
Laser Type - CO2 

Wavelength - 10.6μm 

Operational mode - modulated CW 

Max. modulation frequency - 20kHz 

Max marking speed - 5,000mm.s-1 

Operating temperature - up to 40˚C without condensing 

Construction - dust sealed with galvo delivery 

Max laser average power - 30W 

Power stability - ±5% Max 

Min. spot size - <100μm  

Maximum marking diameter - 130mm 

Beam quality - 16mm.mrad  

Air cooled 

utilities 

Input voltage    single phase + Earth, 230V, 50Hz 

Power requirement  1.5kW 


