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Variations
- additional  LEDS (digital) possible with Planar-NL SMJ,   
 Nano-L SMJ, HyPro
- CAN-Bus
- acoustical datafeedback, (sounder at the circuit board, can  
 be activated as needed) digital

RADIO REMOTE CONTROL

Datafeedback 
For illustration of (for example): 

 Range

 Transmitter signal strength

 Status of the function

 Customized data feedback information  

 and logos on request illustratable
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As one of the market leaders in the field of controls 

for all types of cranes, hoists and other industrial and 

communal applications we offer a mature and profes-

sional technology.
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7-Segment display

Illuminating diodes (LEDs) for standard 
data feedback information, customized 
solutions on request.

Display Planar-B 

- Dot matrix display   
  - Display Resolution: 
    128 mm (V) x 64 mm (H)
        - Active Area: 
           34mm (V) x 21,6 (H) mm

Display HyPro, Planar-NL SMJ 
und Nano-L SMJ 

-  Dot matrix display 
-  Display Resolution: 128 (V) x 64 (H) dot  
-  Active Area: 
  47,34 (V)mm x 26,86 (H)mm

Display Nano-M SMJ 

- LCD-Display, 4,3 inches color active
- Brightness: 800 – 1000 cd/m²
- Display Resolution: 
  480(H) x RGB x 272(V) dot
- Active Area: 95.040 (H) x 53.856 (V) mm
- Storage temperature: -30° – 80°C
- Operating temperature: -20° – 70°C

Displays

Display Nano-M SMJ 

- LCD-Display, 4,3 inches color active
- Brightness: 800 – 1000 cd/m²
- Display Resolution: 
  480(H) x RGB x 272(V) dot
- Active Area: 95.040 (H) x 53.856 (V) mm
- Storage temperature: -30° – 80°C
- Operating temperature: -20° – 70°C


