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Designed for special requirements
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For fire prevention
and disaster 
control

Radio control system for use in poten-
tially explosive (gas) atmospheres 

Zones 1 and 2 with ignition protection
type properties

Certified:
ATEX (II 2 G Ex ib IIB T4)
IECEx (Ex ib IIB T4)

Planar®-B1 EX
16 one-step push buttons

Planar®-B2 EX
6 two-step push buttons and
4 one-step push buttons

Transmitter for ATEX areas



Radio control systems for applications in fire prevention and disaster control

These radio control systems meet the highest safety requirements.
All transmitters and receivers can be adapted to specific conditions.

Planar®-B1
• 16 one-step push buttons
• Monochrome display
• Optional: Data feedback
• Optional: Illuminated buttons

Planar®-C1
• 15 one-step push buttons
• 1 x 7-segment display
• Optional: Data feedback
• Optional: Illuminated buttons

Pocket-V
• 17 one-step push buttons
• 1 x 7-segment display
• Optional: Data feedback

Nano-L SMJ A2/2
• 2 dual axis joysticks
• 2 x 7-segment display (LED)
• 7.2 V quick-change battery system
• Optional: Data feedback

(monochrome display)

Planar®-NL SMJ A2/2
• 2 dual axis joysticks
• 2 x 7-segment display (LED)
• 2 x AA Mignon
• Optional: Data feedback

(monochrome display)

Nano-S
• 2 dual axis joysticks
• LEDs
• 7.2 V quick-change battery system
• Optional: Data feedback

Planar®-N
• 2 dual axis joysticks
• LEDs
• 2 x AA Mignon
• Optional: Data feedback

for water canons

for light towers HyPro®-6
• 6 proportional joysticks
• max. 12 push buttons
• Monochrome display
• Optional: Data feedback
• Optional: Bellows

HyPro®-8
• 8 proportional joysticks
• max. 12 push buttons
• Monochrome display
• Optional: Data feedback

Nano-M SMJ A1/6 Standard
• 6 single axis proportional joysticks
• Robust, modular design
• up to max. 6 lateral push buttons
• Optional: Data feedback

Nano-M SMJ A1/6 
with display
• 6 single axis proportional joysticks
• Robust, modular design
• up to max. 6 lateral push buttons
• 4.3 inch LCD color display for outdoor use

for truck mounted cranes and aerial platforms

Nano-L SMJ A1/6
• 6 single axis proportional joysticks
• 2 x 7-segment display (LED)
• 7.2 V quick-change battery system
• Optional: Data feedback

(monochrome display)

Planar®-NL SMJ A1/6
• 6 single axis proportional joysticks
• 2 x 7-segment display (LED)
• 2 x AA Mignon
• Optional: Data feedback

(monochrome display)


