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Three-phase power capacitors, dry self-healing dielectric, oil-filled
For detuned and non-detuned PFC equipment in mains with severe operating conditions or substantial voltage fluctuations.

Uy O.unbient statistical life Permitted overvoltages
400...440V 40065 >150,000 h 8h/d . b3V Tmin (200« ________. 625V
480V -40/D >150,000 h 30min/d .. bbbV max. peak voltage . 1450V ac

bmin (200x) ... bgov

For resistor modules See page 48.

3 25 23 21 3x1h | 3x52 [ 50=151 0.3 D3 276.036-501400 | 21/FBO
37 3.12 28 25 317 | 3x6.6 | 50x151 0.3 03 276.036-501700 | 21/FBO
b b 45 417 3x28 | 3x11 | 6bx15b 0.6 D3 276.066-502800 | 10/FB7
6.7 h.60 b1 47 3x31 | 3IxT14 | 65x15H 0.6 03 276.066-503100 | 10/FB7
= 6.25 b b 3x3h | Ix16 | 65x15b 0.6 D3 276.066-503400 | 10/FB7
75 6.25 b5 b I3x3h | 3IxT16 | Tox155 0.7 03 276.076-503400 | 8/ FB7
9 1.5 6.7 6.25 Ix42 | 3x14 | Tox155 0.7 D3 276.076-504200 | 8/FB7
- 9 8.1 75 3xB0 | 3x17 | Tox155 0.7 03 276.076-405000 | 8/FB7
= 10 8.9 8.3 3xB5 | 3x20 | 65x215 0.8 D3 276.068-505500 | 10/FB8
135 1.2 10 9.3 3x02 | 3x20 | Tox215 1 03 276.078-506200 | 8/FB8
15 125 1 10 3x08 | 3x20 | Tox215 1 D3 276.078-506800 | 8/FB8

Other sizes and ratings are available on request. Single phase capacitors are available on request in same dimensions and design.
Mind Mounting and Operating Instructions on pages 34ff!

Uy O.nmbient statistical life Permitted overvoltages
400...440V A — >150,000 h 8hfd . 580V Tmin (200x) _________. 680V
480...525V b0/6D >150,000 h 30minfd _________. 600V max. peak voltage .__.1600V ac

bmin (200x) .- 630V

For resistor modules see page 48.

25 2 1.75 1.5 1.5 3x9.6 | 3xb 50 x 151 0.3 D3 276.036-799600 | 21/FBO
b 417 35 3 29 3x19.2| 3x10 | 65x1bb 0.6 03 276.066-701900 | 10/FB7
10 8.5 7 6.25 b9 3x39 | 3x19 | Thx21b 1 D3 276.078-703900 | 8/FBB

Other sizes and ratings are available on request. Single phase capacitors are available on request in same dimensions and design.
Mind Mounting and Operating Instructions on pages 34ff!
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Single-phase power capacitors, dry self-healing dielectric, oil-filled
For detuned and non-detuned PFC equipment in mains with standard operating conditions

Uy Oumbient statistical life Permitted overvoltages
400...440V -40/60 . >150,000 h 8h/d 530V
480V -40/D >150,000 h 30minfd - hhhY

5min (200x) . h80v

For resistor modules see page 48.

Tmin (200
max. peak voltage .

625V
1450V ac

Lk 2 1.8 1.7 3 6.5 40x143 | 0.2
4.1 3.3 3.1 29 b7 11 b0x148 [ 03
4h 3.8 3.4 31 62 12.2 b0x148 | 03
48 [ 3.0 3.3 66 13 b0x148 | 03
b.6 47 4.2 3.9 77 15.2 bhx148 | 0.4
b b 4h 4.2 83 16.3 60x148 | 05
- 7.5 6.7 6.2 124 20 6bx 185 | 0.6
= = 7.2 6.7 133 2 6bx188 | 0.6

Other sizes and ratings are available on request.
Mind Mounting and Operating Instructions pages 34ff!

Uy O.mbient statistical life Permitted overvoltages
400...525V . 40/80 >150,000 h 8h/d 580V
30min/d _________ 600V

bmin (200x) ... 630V

For resistor modules See page 48.

D1
D1
D1
D1
D1
D1
D2
D2

276.016-503310
276.036-506710
276.036-506210
276.036-506610
276.046-507710
276.056-508310
276.066-512410
276.067-513310

Tmin (200x) ________.
max. peak voltage __.

36/FB0
21/FB0
21/FB0
21/FB0
18/FB0
18/FB0
10/FB7
10/FB8

680V
1600V ac

2.89 24 2 18 1.7 3 7.2 | 50x148 0.3

3.3 28 2 2.1 1.9 38.1 8.2 | 50x148 0.3
417 35 3 2.6 24 48.2 103 | 55x148 0.4
b.76 48 b 3.0 3.3 06 143 | 65x148 0.6

Other sizes and ratings are available on request.
Mind Mounting and Operating Instructions pages 34ff!

D1
D1
D1
D2

276.036-703310
276.036-703810
276.046-704810
276.066-706610

21/ FBO
21/ FBO
18/FBO
10/FBO
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